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SECTION A - PERMIT AUTHORIZATION

Pursuant to a duly submitted gpplication which was determined to be complete on October 11, 2000,
1999, the Kentucky Divison for Air Qudity hereby authorizes the congtruction and operation of the
equipment described herein in accordance with the terms and conditions of this permit. This permit has been
issued under the provisons of Kentucky Revised Statutes Chapter 224 and regulations promulgated
pursuant thereto.

The permittee shal not congtruct, recongtruct, or modify any emisson units without first having submitted
acomplete goplication and receiving a permit for the planned activity from the permitting authority, except
as provided in this permit or in the Regulation 401 KAR 50:035, Permits.

Issuance of this permit does not relieve the permittee from the responghbility of obtaining any other permiits,
licenses, or gpprovals required by this Cabinet or any other federa, state, or local agency.
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SECTION B -EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS

Emissions Units. 01-05(GTG-101, GTG-201, - Five Natural Gas-Fired Smple Cycle
GTG-301 GTG-401, GTG-501) Combustion Turbines
Description:

2,076 MMBTU/hr maximum rated heat input capacity, each, 208 MW rated capacity output, each.
Westinghouse 501FD gas-fired smple cycle combustion turbines equipped with dry low NO, combustors
Congtruction commenced: proposed May 2001 (EU 01-03) and May 2002 (EU 04-05)

Applicable Regulations:

Regulation 401 KAR 60:005, incorporating by reference 40 CFR 60, Subpart GG, Standards of
Performance for Stationary Gas Turbines, for emissons unit with a heat input a peak load equa to or
greater than 10 MMBTU/hour for which construction commenced after October 3, 1977

1 Operating L imitations:
The permittee shdl limit the operation of each combusgtion turbine such that the maximum total
annua (12-month rolling average) hours shal not exceed 4580 hours per unit. [Sef- imposaed
regtriction pursuant to Regulation 401 KAR 51:017] Naturd gas shdl be the sole fud fired in the
turbines.

2. Emisson Limitations;

a) CO emissions should not exceed 50 ppm in any three-hour average except start-up and
shut-down period. The start-up and shut down emisson caculation should be based on the
vendor recommended emisson rate. The CO emissions during the start-up and shut-down
from the source shdl be included in the total emisson cap of 245 tons per year as specified
in Section D of this permit.

b) The following table is a summary of the limitations that goply to each combusgtion turbine
and isfollowed by gpplicable pecific conditions. Vauesfor nitrogen oxides are corrected
to 15 % oxygen and | SO standard day conditions and on adry basis.

Fuel NO SO,
Specification | (15 % Oy)

Natura gas 20 ppmvd Fud sulfur
content 1.0
grar/

100 SCF
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SECTION B -EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS

Emission Limitations (continued):

c)

d)

f)

Pursuant to Regulations 401 KAR 50:035 and to preclude 401 KAR 51:017, nitrogen
oxides emisson leve in the exhaust gas shdl not exceed 20 ppm by volume a 15 percent
oxygen and on adry basis, and based on a 3 hour average. Continuous compliance with
this limit shal be demongtrated by continuous emisson monitor. The permittee shal not
operate combustion turbines below 60 percent load except start-up or shut-down. The
nitrogen oxides limitations contained in Regulation 401 KAR incorporating 40 CFR 60:332
ismet by this condition

Pursuant to 40 CFR 60.333, the permittee shall either not cause to be discharged into the
atmaosphere any gases which contain sulfur dioxide in excess of 0.015 percent by volume
a 15 percent oxygen on adry basis or not burn any fud which contains sulfur in excess of
0.8 percent by weight.

Pursuant to Regulation 401 KAR 60:005 incorporating 40 CFR 60.333, and to preclude
401 KAR 51:017, the fud sulfur content due to the firing of pipdine quality neturd gas shdl
not exceed 1.0 grain sulfur/100 SCF gas.

See Section D.

Testing Requirements:

a)

b)

d)

Pursuant to Regulation 401 KAR 60:005, incorporating 40 CFR 60.335 (b), in conducting
performance tests required by 40 CFR 60.8, the owner or operator shall use as test
methods and procedures the test methods in Appendix A of Part 60 or other methods or
procedures as specified in 40 CFR 60.335, except as provided for in 40 CFR 60.8(b).

The owner or operator shal determine compliance with the nitrogen oxides standard in
accordance with 40 CFR 60.335(c)(1), (2), and (3) which includes use of Method 20 to
determine the nitrogen oxides and oxygen concentrations.

Pursuant to Regulation 401 KAR 50:045, the owner or operator shal conduct an initia
performance te for nitrogen oxides. Theinitid nitrogen oxides performance test shdl be
performed in accordance with General Condition G(d)(5).

Pursuant to Regulation 401 KAR 50:045, the owner or operator shall conduct aniinitid test
for fud sulfur content in accordance with fuel monitoring schedule.
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SECTION B -EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

3. Testing Requir ements continued:

€) Pursuant to Regulation 401 KAR 60:005, incorporating 40 CFR 60.335(d), the owner or
operator shdl determine compliance with the sulfur content gandard as follows. ASTM D
1072-80, D 3031-81, D 4084-82, or D 3246-81 shal be used for the sulfur content of
gaseous fuds. The gpplicable ranges of some ASTM methods mentioned above are not
adequate to measure the levels of sulfur in somefud gases. Therefore, dilution of samples
before analys's (with verification of the dilution ratio) may be used, subject to the gpprovd
of the Divison.

f) To meet the requirements of 40 CFR 60.334(b), the owner or operator shdl use the
methods specified in 40 CFR 60.335(d) to determine the sulfur content of the fuel being
burned. The owner or operator, a service contractor retained by the owner or operator,
the fuel vendor, or any other quaified agency may perform the andysis.

s)! See Genera Condition G(d)(6).

4. Specific Monitoring Requirements:

a) Pursuant to Regulation 401 KAR 50:035, Section 7(1)(c), and 40 CFR 75, the permittee
shdl inddl, cdibrate, maintain, and operate the nitrogen oxides Continuous Emissons
Monitor (CEM). The nitrogen oxides CEM shd| be used as the indicator of continuous
compliance with the nitrogen oxides emisson sandard. Excluding the startup and shut
down periods, if any 3-hour rolling average exceeds the nitrogen oxides emisson limitation,
the permittee shdl, as gppropriate, initiate an investigation of the cause of the exceedance
and complete necessary control device/processCEM repairs or take corrective action as
soon as practicable.

b) The nitrogen oxides CEM shdl be used in lieu of the water to fue monitoring system for
reporting excess emissionsin accordance with 40 CFR 60.334(c)(1). The cdlibration of
the water to fuel monitoring device required in 40 CFR 60.335(c)(2) will be replaced by
the 40 CFR 75 certification tests of the nitrogen oxides CEM.

C) Additiondly, a CEM system shdl be indadled, cdibrated, maintained, and operated for
measuring oxygen levels.

d) The owner or operator shal comply with al of the monitoring requirements of 40 CFR 75.

e) Pursuant to 401 KAR 50:035, Section 7(1)(c), the permittee shal monitor the fuel
consumption each month and the hours of operation for each emission unit.
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SECTION B -EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
4. Specific M onitoring Requirements continued:

f) Pursuant to 40 CFR 60.334(b), the owner or operator shdl follow the custom fudl- monitoring
plan outlined below:

)

1

2)

3)

4)

5)

Andysis for fud sulfur content of the naturd gas shdl be conducted using one of the
approved (ASTM) reference methods for the measurement of sulfur in gaseous fuels,
or an gpproved aternative method. The reference methods are ASTM D1072-80,
ASTM D3031-81, and ASTM D4084-82 as referenced in 40 CFR 60.335(b)(2).

Effective the date of this custom schedule, sulfur monitoring shall be conducted twice
monthly for Sx months If this monitoring showslittle variahility in the fud sulfur content,
and indicates congstent compliance with 40 CFR 60.333, then sulfur monitoring shall
be conducted once per quarter for Six quarters.

If after the monitoring required in item f (2) above, or herein, the sulfur content of the
fud shows little variahility and, caculated as SO,, represents consistent compliance
with the SO, emisson limits specified under 40 CFR 60.333, sample andyss shdl be
conducted twice per annum. This monitoring shal be conducted during the first and
third quarters of each calendar year.

Should any sulfur andysis, as required in items f (2) and f (3) above, indicate non-

compliance with 40 CFR 60.333, the owner or operator shdl notify the Divison of
such excess emissons and the custom schedule shall be re-examined by the U.S. EPA.
Sulfur monitoring shal be conducted weekly during the interim period when this custom
schedule is being re-examined.

If thereisachangein fud supply, the owner or operator must notify theDivison of such
change for re-examination of this cusom schedule. A substantid changein fud qudlity
shdl be consdered as a change in fud supply. Sulfur monitoring shdl be conducted
weekly during the interim period when this custom schedule is being re-examined.

Pursuant to Regulation 401 KAR 50:035, Section 7(1)(c), to meet the periodic monitoring
requirement for carbon monoxide the permittee shal use a continuous emisson monitor
(CEM). Exduding the startup and shut down periods, if any 3-hour ralling average carbon
monoxide vaue exceeds the standard, the permittee shall, as appropriate, initiate an
investigation of the cause of the exceedance and complete necessary process or CEM
repairs or take corrective action as soon as practicable.
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SECTION B - EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

h)

)

K)

Pursuant to 40 CFR 60.13(b), the continuous monitoring systems and monitoring devices
shdl be ingdled and operationd prior to conducting the initid performance tests.
Veification of operationd datus shdl, as a minimum, incdlude completion of the
manufacturer’ s written requirements or recommendetions for ingtalation, operation, and
cdibration of the device(s).

Pursuant to 40 CFR 60.13(c), the owner or operator of an emissions unit shdl conduct a
performance evauation of the continuous monitoring system during any performance test
or within 30 days thereafter, in accordance with the applicable performance specification
in 40 CFR 60 Appendix B, for nitrogen oxides or carbon monoxide. Performance
evauations of CEM systems shdl be conducted at other times as required.

Pursuant to 40 CFR 60.13(d)(1), the owner(s) and operator(s) of dl continuous monitoring
systems shdl perform gppropriate caibration checks and zero and span adjustments in
accordance with awritten procedure at least once daily, in accordance with requirements
specified in 40 CFR 60.13(d)(2).

Pursuant to 40 CFR 60.13(e), except for system breakdowns, repairs, calibration checks,
and zero and span adjustments required under 40 CFR 60.13(d), al continuous monitoring
systems shd| be in continuous operation and shal meet minimum fregquency of operation
requirements which involves one cycle of operation (sampling, andyzing, and data
recording) for each successive fifteen (15) minute period.

Pursuant to 40 CFR 60.13(f), dl continuous monitoring systems or monitoring devices shdll
be ingdled such that representative measurements of emissons or process parameters from
the emissons unit are obtained. Additional procedures for location of continuous
monitoring systems contained in the applicable Performance Specifications of 40 CFR 60
Appendix B shall be usad.

Specific M onitoring Reguir ements continued:

m)

Pursuant to 40 CFR 60.13(h), for the continuous monitoring systems the owner(s) or
operator(s) shall reduce dl data to one-hour averages. The one-hour averages shall be
computed from four or more data points equally spaced over each one-hour period. Data
recorded during periods of continuous monitoring system breakdowns, repairs, cdibration
checks, and zero and span adjustments shall not be included in the data averages
computed. An arithmetic or integrated average of dl datamay be used. The datamay be
recorded in reduced or nonreduced form (e.g., ppm pollutant and percent oxygen). All

excess emissons shal be converted into units of the applicable standard using the
applicable converson procedures specified in Subpart GG.  After conversion into units of
the standard, the data may be rounded to the same number of significant digits as used to
gpecify the applicable emission standard.
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SECTION B - EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

5. Specific Record Keeping Requirements;

a) Pursuant to Regulation 401 KAR 59:005, Section 3, the owner or operator of the gas
turbines shdl maintain afile of dl measurements, including continuous monitoring system,
monitoring device, and performance testing measurements; al continuous monitoring system
performance evaduations, dl continuous monitoring System or monitoring device cdibration
checks, adjustments and maintenance performed on these systems and devices; and dll
other information required by Regulation 401 KAR 59:005 recorded in a permanent form
suitable for ingpection.

b) Records, including those documenting the results of each compliance test and al other
records and reports required by this permit, shal be maintained for five (5) years pursuant
to Regulation 401 KAR 50:035.

) Pursuant to Regulation 401 KAR 59:005, Section 3, the owner or operator of the unit shall
maintain the records of the occurrence and duration of any Startup, shutdown, or
mafunction in the operation of the emissons unit, any mafunction of the air pollution control
eguipment; or any period during which a continuous monitoring System or monitoring device
isinoperative.

d) The permittee shal maintain aweekly log of dl sulfur content messurements or as otherwise
required in an agpproved custom fud sulfur monitoring plan for the gassous fud.

6. Specific Reporting Reguirements:

a) Pursuant to Regulation 401 KAR 59:005, Section 3, minimum data requirements which
follow shal be maintained and furnished in the format pecified by the Divison. Owners or
operators of fadilities required to ingal continuous monitoring sysems shdl submit for every
cdendar quarter awritten report of excess emissions (as defined in goplicable sections) to
the Divison. All quarterly reports shal be postmarked by the thirtieth (30th) day following
the end of each cdendar quarter and shdl include the following information:

1) The magnitude of the excess emissons computed in accordance with the Regulaion 401
KAR 59:005, Section 4(8), any converson factors used, and the date and time of
commencement and completion of each time period of excess emissons.

2) Specific identification of each period of excess emissons that occurs during startups,
shutdowns, and mafunctions of the emissons unit. The nature and cause of any mafunction
(if known), the corrective action taken or preventive measures adopted.



Permit Number: V-99-051(Revison I11) Page: 10 of 35

SECTION B - EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

b)

d)

3) Thedate and time identifying each period during which continuous monitoring system
was inoperative except for zero and span checks and the nature of the system repairs
or adjustments.

4) 'When no excess emissions have occurred or the continuous monitoring system(s) have
not been inoperative, repaired, or adjusted, such information shal be stated in the

report.

Pursuant to Regulation 401 KAR 60:005, incorporating 40 CFR 60.334 (c), for the
reports regarding nitrogen oxides excess emissons, in lieu of those based on the water to
fud ratio monitoring, periods of excess emissons are defined as follows:

Nitrogen oxides any three-hour period during which the average nitrogen oxides emisson
level as measured by the continuous monitoring system, fdls above the emisson limitation
specified in Subsection 2, with which the permittee demongtrates compliance by the
performance test required in 40 CFR 60.8.

Pursuant to Regulation 401 KAR 60:005, incorporating 40 CFR 60.334(c), each report
of nitrogen oxides excess emissons shdl incdude the average nitrogen oxides emisson leve
inlieu of water to fud ratio, average fud consumption, ambient conditions, gas turbine load,
and the graphs or figures developed.

Pursuant to 401 KAR 50:035 Section 7(1)(c), monitoring requirement with CEM for
nitrogen oxides, excess emissons are defined as any three (3) hour period during which the
average emissions (arithmetic average) exceed the applicable nitrogen oxides emisson
standard. These periods of excess emissions shall be reported quarterly.

Pursuant to Regulation 401 KAR 60:005, incorporating 40 CFR 60.334(c), excess
emissons of sulfur dioxide are defined as any daily period (or as otherwise required in an
aoproved custom fud sulfur monitoring plan) during which the sulfur content of the fue
being fired in the gas turbing(s) exceeds the limitations set forth in Subsection 2, Emisson
Limitations. These periods of excess emissons shall be reported quarterly.

Specific Control Equipment Oper ating Conditions:

a)

b)

The dry low nitrogen oxides combustors shdl be operated a al times to maintain
compliance with permitted emisson limitations, in accordance with manufacturer’s
specifications and/or standard operating practices.

See Section E for further requirements.
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SECTION B - EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

Emissions Unit: 06 (--) - Natural Gas Heater

Description:
Maximum Continuous Rating:  14.6 MMBTU/hour
Construction commenced: expected May 2001

Applicable Regulations:

Regulation 401 KAR 59:015, New Indirect Heat Exchangers gpplicable to an emisson unit with a capecity
less than 250 mmBTU per hour and commenced on or after April 9, 1972

Regulation 401 KAR 60:005, incorporating by reference Regulation 40 CFR 60, Subpart Dc, Standards
of performance for smdl indudtrid-commercid-inditutional stleam generating units, for units less than or
equd to 100 MMBTU/hour but greater than or equa to 10 MMBTU/hour commenced after June 9, 1989.

1. Operating Limitations:
None

2. Emisson Limitations:
a) Pursuant to Regulation 401 KAR 59:015, Section 4(1)(c), particulate emissions shall not exceed
0.15 Ib/MMBTU based on athree-hour average.

b) Pursuant to Regulation 401 KAR 59:015, Section 4(2), emissions shall not exceed 20 percent
opacity based on a Sx-minute average, except that a maximum of 40% opeacity based on a Sx
minute average, shal be permissble for not more than 6 consecutive minutes in any consecutive 60
minutes during cleaning the fire-box or blowing soot.

¢) Pursuant to Regulation 401 KAR 59:015, Section 5(1)(c), sulfur dioxide emisson shdl not exceed
0.33 Ib/MMBTU based on a twenty-four-hour average.

d) Theseunitsare consdered to be in compliance with the dlowable SO,, PM, and opacity limitations
while burning naturd gas.

Source-wide Emission Limits for the heaters
1 Pursuant to Regulation 401 KAR 50:035, and to preclude Regulation 401 KAR 51:017,
emissons of nitrogen oxides shall not exceed 1.42 tonglyear.

2. Pursuant to Regulation 401 KAR 50:035, and to preclude Regulation 401 KAR 51:017,
emissions of carbon monoxide shal not exceed 0.59 tonslyear.

3. See Section D.
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SECTION B - EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)

3.

Testing Requirements:
None

Specific M onitoring Reguirements;

The permittee shal monitor the monthly fuel usage, the average monthly fuel heet content, and the
monthly hours of operation.

Specific Recor dkeeping Reguir ements:

1 Pursuant to 40 CFR 60.48c(g), the permittee shal compile and maintain records of the
amount of fue combusted in the heaters dally.

2. The permittee shdl caculate and maintain records of such caculations to assure compliance
with the emisson limitations for the netural gas heater. The caculations shdl be performed
monthly with use of the monthly fuel usage, fud heat content, hours of operation, and
emisson factors as specified in Appendix A of the gpplication for the naturd gas hegter.

Specific Reporting Reguirements:

None

Specific Control Equipment Oper ating Conditions:

None
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SECTION B - EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS

Emissions Unit: 07 (--) - Natural Gas Heater

Description:
Maximum Continuous Reting:  10.7 MMBTU/hour
Construction commenced: expected May 2002

Applicable Regulations:
Regulation 401 KAR 59:015, New Indirect Heat Exchangers gpplicable to an emisson unit with a capacity
less than 250 mmBTU per hour and commenced on or after April 9, 1972

Regulation 401 KAR 60:005, incorporating by reference Regulation 40 CFR 60, Subpart D¢, Standards
of performance for smdl industrid-commercid-inditutiond steam generating units, for units less than or
equd to 100 MMBTU/hour but greater than or equa to 10 MMBTU/hour commenced after June 9, 1989.

1. Operating Limitations:
None

2. Emisson Limitations:
a) Pursuant to Regulation 401 KAR 59:015, Section 4(1)(c), particulate emissions shall not exceed
0.15 Ib/MMBTU based on athree-hour average.

b) Pursuant to Regulation 401 KAR 59:015, Section 4(2), emissions shal not exceed 20 percent
opacity based on a Sx-minute average, except that a maximum of 40% opacity based on a Six
minute average, shal be permissible for not more than 6 consecutive minutes in any consecutive 60
minutes during cleaning the fire-box or blowing soot.

¢) Pursuant to Regulation 401 KAR 59:015, Section 5(1)(c), sulfur dioxide emisson shdl not exceed
0.33 Ib/MMBTU based on a twenty-four-hour average.

d) Theseunitsare consdered to be in compliance with the dlowable SO,, PM, and opadity limitations
while burning naturd gas.

Source-wide Emisson Limits for the heaters

1. Pursuant to Regulation 401 KAR 50:035, and to preclude Regulation 401 KAR 51:017,
emissions of nitrogen oxides shdl not exceed 1.42 tonslyear.

2. Pursuant to Regulation 401 KAR 50:035, and to preclude Regulation 401 KAR 51:017,
emissions of carbon monoxide shal not exceed 0.59 tonsyear.

3. See Section D.
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SECTION B - EMISSION POINTS, EMISSIONS UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS

3.

Testing Requir ements;

None

Specific M onitoring Reguirements;

The permittee shal monitor the monthly fuel usage, the average monthly fuel heet content, and the
monthly hours of operation.

Specific Recor dkeeping Reguir ements:

1 The permittee shdl maintain records of monthly fud used, monthly average fud heat contert,
and monthly hours of operation of the natural gas heater. The record shdl be maintained
on ste and made available for ingpection by authorized personne from the Divison.

2. The permittee shdl cdculate and maintain records of such calculations to assure compliance
with the emisson limitations for the naturdl gas heater. The caculations shdl be performed
monthly with use of the monthly fuel usage, fuel hest content, hours of operation, and
emission factors as specified in Appendix A of the gpplication for the natural gas hester.

Specific Reporting Reguir ements;

None

Specific Control Equipment Operating Conditions:

None
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SECTION C - INSIGNIFICANT ACTIVITIES

Thefollowing listed activities have been determined to be indgnificant activities for this source pursuant to
Regulation 401 KAR 50:035, Section 5(4). While these activities are designated as insgnificant the
permittee must comply with the applicable regulation and some minima level of periodic monitoring may

be necessary.

Description Generdly Applicable Regulation
1. Emergency electric generator, 250 kW, diesdl-fired NA
(250 hours per year operation)
2. Emergency eectric generator, 400 kW, diesd-fired NA
(250 hours per year operation)
3. Emergency fire water pump, 310 hp, diesdl-fired NA
(250 hours per year operation)

4. Fugitive emissions from naturd gasfue handling system NA
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SECTION D - SOURCE EMISSION LIMITATIONS AND TESTING
REQUIREMENTS

1.

Nitrogen oxides, sulfur dioxide, and carbon monoxide emissions, as measured by methods
referenced in Regulation 401 KAR 50:015, Section 1, shdl not exceed the respective limitations
specified herein.

Compliance with any annua emissions, operating, or process limitations imposed pursuant to
Regulation 401 KAR 50:035, Section 7(1)(a), and contained in this permit, shall be based on
emissions and operation for any twelve (12) consecutive months.

Gas Combustion Turbines and Gas Hesters (emission units 01-07):
Pursuant to Regulation 401 KAR 50:035, Section 7(1)(a), and to preclude Regulation 401 KAR
51:017, potentid emissons of nitrogen oxides (NOx), carbon monoxide (CO) and HAPsfrom the
combustion turbines and the naturd gas-fired heaters, emisson points 01 through 07, shal not
exceed 245 tons per year, for each pollutant, during any consecutive twelve (12) month limitations.
The permittee shdl assure compliance with these limitations by use of continuous emisson
monitoring (CEMs) for the combustion turbines and caculations for the naturd gas heaters with
emission factors provided in Appendix A of the gpplication. The permittee shal track and maintain
amonthly tota and a twelve consecutive month summary of nitrogen oxides and carbon monoxide
emissons to assure compliance with this limitation. [Equations for naturd gas heater based on
Appendix A: (1) For nitrogen oxides. Ibshour = rated capacity in MMBTU/hour x 0.12
I/'MMBTU. Tongmonth = lbs’hour nitrogen oxides x (hours of operation/month) / (2000 Ib/Ton).
(2) For carbon monoxide: Ibs’hour = rated capacity in MMBTU/hour x 0.050 I’MMBTU.
Tong'month = Ibs/hour carbon monoxide x (hours of operation/month) / 2000 1b/Ton).]

The maximum operating time for the emergency eectric generators shdl not exceed 250 hoursin
any consecutive twelve months totd.

Compliance with the annua nitrogen oxides emisson limitation shal be determined by adding the
emissions from the turbines and the gas heater for any twelve (12) consecutive months.

Compliance with the annua carbon monoxide emission limitation shal be determined by adding the
emissons from the turbines and the gas heater for any twelve (12) consecutive months.

Records of tons of NOy and CO emissions emitted from the source in any consecutive twelve (12)
month period shdl be reported quarterly to the Kentucky Divison for Air Qudity’s Ashland
Regiond Office.
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SECTION E - SOURCE CONTROL EQUIPMENT REQUIREMENTS

1.

Pursuant to Regulation 401 KAR 50:055, Section 2(5), at dl times, including periods of startup,
shutdown and mafunction, owners and operators shdl, to the extent practicable, maintain and
operate any emissions unit including associated air pollution control equipment in a manner
consgent with good air pollution contral practice for minimizing emissons.  Determination of
whether acceptable operating and maintenance procedures are being used will be based on
information available to the Divison which may include, but is not limited to, monitoring results,
opacity observations, review of operating and maintenance procedures, and ingpection of the
source.
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SECTION F - MONITORING, RECORD KEEPING, AND REPORTING
REQUIREMENTS

The following requirements become effective after commencement of operation:

1 When continuing compliance is demongtrated by periodic testing or indrumental monitoring, the
permittee shall compile records of required monitoring informetion thet include:
a Date, place as defined in this permit, and time of sampling or measurements,
b Analyses performance dates,
C. Company or entity that performed andyses;
d. Anaytica techniques or methods used;
e Andysesresults; and
f. Operating conditions during time of sampling or measurement.

2. Records of dl reguired monitoring dataand support informeation, induding caibrations, maintenance
records, and origina dtrip chart recordings, and copies of al reports required by the Division for
Air Qudity, shdl be retained by the permittee for aperiod of five years and shdl be made available
for ingpection upon request by any duly authorized representative of the Divison for Air Qudity.
[401 KAR 50:035, Permits, Section 7(1)(d)2 and 401 KAR 50:035, Permits, Section 7(2)(c)]

3. In accordance with the requirements of Regulation 401 KAR 50:035, Permits, Section 7(2)(c) the
permittee shal dlow the Cabinet or authorized representatives to perform the following:

a Enter upon the premises where a source is located or emissonsrelated activity is
conducted, or where records are kept;

b. Have access to and copy, at reasonable times, any records required by the permit:

I. During normd office hours, and

i. During periods of emergency when prompt accessto records is essentid to proper

assessment by the Cabinet;

C. Ingpect, at reasonable times, any fadilities, equipment (including monitoring and pollution
control equipment), practices, or operations required by the permit. Reasonable times shdl
include, but are not limited to the following:

I. During al hours of operation at the source,

i. For dl sources operated intermittently, during al hours of operation at the source
and the hours between 8:00 am. and 4:30 p.m., Monday through Friday,
excluding holidays, and

i During an emergency; and

d. Sample or monitor, at reasonable times, substances or parameters to assure compliance
with the permit or any gpplicable requirements. Reasonable times shdl include, but are not
limited to the following:

I. During al hours of operation at the source,

i. For dl sources operated intermittently, during al hours of operation at the source
and the hours between 8:00 am. and 4:30 p.m., Monday through Friday,
excluding holidays, and

. During an emergency.
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SECTION F - MONITORING, RECORD KEEPING, AND REPORTING
REQUIREMENTS (CONTINUED)

4, No person shdl obstruct, hamper, or interfere with any Cabinet employee or authorized
representative while in the process of carrying out officid duties. Refusa of entry or access may
condtitute grounds for permit revocation and assessment of civil pendties.

5. Summary reports of any monitoring required by this permit, other than continuous emission or opacity
monitors, shal be submitted to the divison's Ashland Regiond Office at least every sx (6) months
during the life of this permit, unless otherwise sated in this permit. For emisson units that were il
under congtruction or which had not commenced operation & the end of the 6-month period covered
by the report and are subject to monitoring requirements in this permit, the report shall indicate that
no monitoring was performed during the previous Sx months because the emisson unit was not in
operation.

The reports are due within 30 days after the end of each sx month reporting period that commences
on the initid issuance date of this permit. The permittee may shift to semi-annud reporting on a
caendar year basis upon gpprova of the regiond office. If cendar year reporting is approved, the
semi-annud reports are due January 30th and July 30th of each year. Data from the continuous
emission and opacity monitors shdl be reported to the Technicd Services Branch in accordance with
the requirements of Regulation 401 KAR 59:005, Generd Provisons, Section 3(3). All reports shall

be certified by a responsble officid pursuant to Section 6(1) of Regulation 401 KAR 50:035,

Permits. All deviaions from permit requirements shdl be clearly identified in the reports.

6. a In accordance with the provisions of Regulation 401 KAR 50:055, Section 1 the owner
or operator shdl natify the Divison for Air Qudity's Ashland Regiond Office concerning
gartups, shutdowns, or mafunctions as follows:

I. When emissions during any planned shutdowns and ensuing startups will exceed
the standards, notification shal be made no later than three (3) days before the
planned shutdown, or immediately following the decison to shut down, if the
shutdown is due to events which could not have been foreseen three (3) days
before the shutdown.

. When emissons due to mafunctions, unplanned shutdowns and ensuing sartups
are or may bein excess of the sandards, natification shal be made as promptly as
possible by telephone (or other dectronic media) and shdl cause written notice
upon request.

b. In accordance with the provisions of Regulation 401 KAR 50:035, Section 7(1)(€)2, the
owner or operator shal promptly report deviations from permit requirements including
those attributed to upset conditions to the Divison for Air Quality's Ashland Regiond
Office. Prompt reporting shal be defined as quarterly for any deviation related to emission
standards (other than emission exceedances covered by condition 6(a) above) and semi-
annudly for al other deviations from the permit requirementsif not otherwise specified in
the permit.
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SECTION F - MONITORING, RECORD KEEPING, AND REPORTING
REQUIREMENTS (CONTINUED)

7. Pursuant to Regulation 401 KAR 50:035, Permits, Section 7(2)(b), the permittee shdl certify
compliance with the terms and conditions contained in this permit, annudly on the permit issuance
anniversary date or by January 30th of each year if cdendar year reporting is gpproved by the
regiond office, by completing and returning a Compliance Certification Form (DEP 7007CC) (or an
gpproved dterndive) to the Divison for Air Qudity's Ashland Regiona Office and the U.S. EPA in
accordance with the following requirements:

a

b
C.
d

Identification of each term or condition of the permit that is the bass of the certification;

. The compliance status regarding each term or condition of the permit;

Whether compliance was continuous or intermittent; and

. Themethod used for determining the compliance status for the source, currently and over the

reporting period, pursuant to 401 KAR 50:035, Section 7(2)(c),(d), and (e).

For an emissions unit that was till under congtruction or which has not commenced operation a
the end of the 12-month period covered by the annud compliance certification, the permittee shdl
indicate that the unit is under congtruction and that compliance with any applicable requirements
will be demongtrated within the timeframes specified in the permit.

0 Thecetificaion shdl be postmarked by the thirtieth (30) day following the gpplicable permit issuance
anniversary date, or by January 30th of each year if cdendar year reporting is approved by the

regiond office.
Annual compliance certifications should be mailed to the following addresses:
Divison for Air Quality U.S. EPA Region IV
Ashland Regional Office Air Enforcement Branch
P.O. Box 1507 Atlanta Federal Center
Ashland, KY 41105-1507 61 Forsyth St.

Atlanta, GA 30303-8960
Divison for Air Quality
Central Files
803 Schenkel Lane
Frankfort, KY 40601.

In accordance with Regulation 401 KAR 50:035, Section 23, the permittee shall provide the
Divison with dl information necessary to determine its subject emissons within thirty (30) days of
the date the KY EIS emission report is mailed to the permittee.

Pursuant to Section V11.3 of the policy manua of the Division for Air Qudlity as referenced by
Regulation 401 KAR 50:016, Section 1(1), results of performance test(s) required by the permit
shdl be submitted to the Divison by the source or its representative within forty-five days after the
completion of the fieldwork.
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SECTION G - GENERAL CONDITIONS

@
1.

Generd Compliance Reguirements

The permittee shal comply with dl conditions of this permit. A noncompliance shal be (a)
violation(s) of state regulation 401 KAR 50:035, Permits, Section 7(3)(d), and for federdly
enforceable permitsis aso aviolation of Federal Statute 42 USC 7401 through 7671q (the Clean
Air Act), and is grounds for enforcement action including but not limited to the termination,
revocation and reissuance, or revison of this permit.

The filing of a request by the permittee for any permit revison, revocation, reissuance, or
termination, or of anatification of aplanned change or anticipated noncompliance, shdl not say any
permit condition.

This permit may be revised, revoked, reopened and reissued, or terminated for cause. The permit

will be reopened for cause and revised accordingly under the following circumstances.

a If additiona applicable requirements become gpplicable to the source and the remaining
permit term is three (3) years or longer. In this case, the reopening shdl be completed no
later than eighteen (18) months after promulgation of the gpplicable requirement. A
reopening shdl not be required if compliance with the gpplicable requirement is not required
until after the date on which the permit is due to expire, unlessthis permit or any of itsterms
and conditions have been extended pursuant to Regulation 401 KAR 50:035, Section
12(2)(c);

b. The Cabinet or the U. S. EPA determines that the permit must be revised or revoked to
assure compliance with the applicable requirements;

C. The Cabinet or the U. S, EPA determines that the permit contains ameaterid mistake or that
inaccurate satements were made in establishing the emissons standards or other terms or
conditions of the permit; or

d. If any additional applicable requirements of the Acid Rain Program become gpplicable to
the source.

Proceedings to reopen and reissue a permit shall follow the same procedures as gpply to initid
permit issuance and shdl affect only those parts of the permit for which cause to reopen exids. Re-
openings shdl be made as expeditioudy as practicable. Re-openings shdl not be initiated before
anotice of intent to reopen is provided to the source by the Division, at lesst thirty (30) daysin
advance of the date the permit is to be reopened, except that the Divison may provide a shorter
time period in the case of an emergency.

The permittee shal furnish to the Divigon, in writing, information thet the Divison may request to
determine whether cause exigs for modifying, revoking and reissuing, or terminating the permit, or
to determine compliance with the permit. [401 KAR 50:035, Permits, Section 7(2)(b)3e and 401
KAR 50:035, Permits, Section 7(3)(j)]

The permittee, upon becoming aware that any reevant facts were omitted or incorrect information
was submitted in the permit application, shal promptly submit such supplementary facts or
corrected information to the permitting authority.
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SECTION G - GENERAL CONDITIONS (CONTINUED)

6.

10.

11.

12.

13.

14.

15.

16.

17.

Any condition or portion of this permit which becomes suspended or isruled invaid as aresult of
any legd or ather action shdl not invdidate any other portion or condition of this permit. [401 KAR
50:035, Permits, Section 7(3)(k)]

The permittee shal not use as a defense in an enforcement action the contention that it would have
been necessary to hdt or reduce the permitted activity in order to maintain compliance. [401 KAR
50:035, Permits, Section 7(3)(e)]

Except asidentified as sate-origin requirements in this permit, dl terms and conditions contained
herein shdl be enforcegble by the United States Environmental Protection Agency and citizens of
the United States.

This permit shdl be subject to suspenson if the permittee fails to pay dl emissons fees within 90
days after the date of notice as specified in 401 KAR 50:038, Section 3(6). [401 KAR 50:035,
Permits, Section 7(3)(h)]

Nothing in this permit shdl dter or affect the liaility of the permittee for any violaion of gpplicable
requirements prior to or at the time of permit issuance. [401 KAR 50:035, Permits, Section
8(3)(b)]

This permit shal not convey property rights or exclusive privileges. [401 KAR 50:035, Permits,
Section 7 (3)(9)]

Issuance of this permit does not relieve the permittee from the respongibility of obtaining any other
permits, licenses, or approvas required by the Kentucky Cabinet for Natura Resources and
Environmenta Protection or any other federd, Sate, or loca agency.

Nothing in this permit shdl dter or affect the authority of U.S. EPA to obtain information pursuant
to Federa Statute 42 USC 7414, Ingpections, monitoring, and entry. [401 KAR 50:035, Permiits,
Section 7(2)(b)5]

Nothing in this permit shal dter or affect the authority of U.S. EPA to impose emergency orders
pursuant to Federa Statute 42 USC 7603, Emergency orders. [401 KAR 50:035, Permits,
Section 8(3)(a)]

Permit Shidd: Except as provided in State Regulation 401 KAR 50:035, Permits, compliance by
the emisson units listed herein with the conditions of this permit shal be deemed to be compliance
with dl gpplicable requirements identified in this permit as of the date of issuance of this permit.

Fugitive emissons shdl be controlled in accordance with Regulation 401 KAR 63:010.
Emission limitations lised in this permit shdl gpply at dl times except during periods of startup,

shutdown, or mafunctions in accordance with Regulation 401 KAR 50:055, provided the permittee
complies with the requirements of Regulation 401 KAR 50:055.
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SECTION G - GENERAL CONDITIONS (CONTINUED)

(b)

(©

(d)

Permit Expiration and Reapplication Requirements

This permit shdl remain in effect for afixed term of five (5) years following the origind dete of issue.
Permit expiration shdl terminate the source's right to operate unless atimely and complete renewd
gpplication has been submitted to the Divison at least Sx months prior to the expiration date of the
permit. Upon atimely and complete submittd, the authorization to operate within the terms and
conditions of this permit, including any permit shield, shal remain in effect beyond the expiration
date, until the renewa permit is issued or denied by the Divison. [401 KAR 50:035, Permits,
Section 12]

Permit Revisons

A minor permit revison procedure may be used for permit revisonsinvolving the use of economic
incentive, marketable permit, emission trading, and other Smilar goproaches, to the extent that these
minor permit revison procedures are explicitly provided for in the State Implementation Plan (SIP)
or in gpplicable requirements and meet the rdevant requirements of Regulation 401 KAR 50:035,
Section 15.

This permit is not transferable by the permittee. Future owners and operators shal obtain a new
permit from the Divigon for Air Qudity. The new permit may be processed as an adminidtrative
amendment if no other change in this permit is necessary, and provided that a written agreement
containing a specific date for transfer of permit respongbility coverage and liability between the
current and new permittee has been submitted to the permitting authority thirty (30) daysin advance
of the transfer.

Congruction, Start-Up, and Initid Compliance Demondration Requirements

Emisson Unit 04 and 05

Congtruction of process and/or air pollution control equipment authorized by this permit shdl be
conducted and completed only in compliance with the conditions of this permit.

Within thirty (30) days following commencement of condruction, and within fifteen (15) days

following dart-up, and atanment of the maximum production rate specified in the permit

application, or within fifteen (15) days following the issuance date of this permit, whichever islater,

the permittee shdl furnish to the Divison for Air Qudity's Ashland Regiond Office in writing, with

acopy to the divison's Frankfort Central Office, natification of the following:

a The date when congtruction commenced.

b. The date of gart-up of the emisson unitslisted in this permit.

C. The date when the maximum production rate specified in the permit goplication was
achieved.
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SECTION G - GENERAL CONDITIONS (CONTINUED)

3.

C)

Pursuant to State Regulation 401 KAR 50:035, Permits, Section 13(1), unless condruction is
commenced on or before 18 months after the date of issue of this permit, or if condruction is
commenced and then stopped for any consecutive period of 18 months or more, or if congtruction
is not completed within eighteen (18) months of the scheduled completion date, then the
condruction and operating authority granted by this permit for those emission units for which
congtruction was not completed shal immediatdly becomeinvdid.  Extensons of the time periods
gpecified herein may be granted by the Divison upon a satisfactory request showing that an
extenson isjudified.

Operation of the emisson units for which condruction is authorized by this permit shdl not
commence until compliance with the applicable sandards specified herein has been demondrated
pursuant to 401 KAR 50:055.

This permit shal dlow timefor the initid sart-up, operation, and compliance demongtration of the
emisson units lised herein.  However, within sxty (60) days after achieving the maximum
production rate at which the emisson units will be operated but not later than 180 days after initid
dart-up of such fadilities, the permittee shal conduct a performance demondration (tests) & various
loads on the emissions units for nitrogen oxides, sulfur dioxide (sulfur content test - see 40 CFR
60.333 and 60.335(d)), in accordance with Regulation 401 KAR 50:055, Generd compliance
requirements. These performance tests must dso be conducted in accordance with Generd
Conditions G(d)6 of this permit and the permittee must furnish to the Divison for Air Quality's
Frankfort Centra Office awritten report of the results of such performance tests.

Pursuant to Section VII 2.(1) of the policy manua of the Divison for Air Quality as referenced by
Regulation 401 KAR 50:016, Section 1.(1), at least one month prior to the date of the required
performance tes, the permittee shall complete and return a Compliance Test Protocol (Form DEP
6027) showing the proposed test conditions and number of tegts, to the Division's Frankfort Central
Office. Pursuant to 401 KAR 50:045, Section 5, the Divison shal be notified of the actua test
date at least ten (10) days prior to the test.

Acid Rain Program Requirements

If an gpplicable requirement of Federd Statute 42 USC 7401 through 7671q (the Clean Air Act)
is more stringent than an gpplicable requirement promulgated pursuant to Federd Statute 42 USC
7651 through 76510 (Title IV of the Act), both provisons shdl gpply, and both shdl be state and
federdly enforcegble.

The permittee shdl comply with al requirements and conditions of the Title 1V Add Rain Permit(s)
issued for this source.

See Section Jfor acid rain permit with number change from origina— A-00-001 (Revison 1) to
V-99-051 (Revision I1)
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SECTION G - GENERAL CONDITIONS (CONTINUED)

(f)

1.

@

Emergency Provisons

An emergency shdll condtitute an affirmative defense to an action brought for noncompliance with
the technology-based emission limitations if the permittee demonsgtrates through properly sgned
contemporaneous operating logs or other relevant evidence that:

a An emergency occurred and the permittee can identify the cause of the emergency;

b. The permitted facility was at the time being properly operated;

C. During an emergency, the permittee took al reasonable steps to minimize levels of
emissions that exceeded the emissons standards or other requirements in the permit; and,

d. The permittee notified the Division as promptly as possible and submitted written notice of
the emergency to the Divison within two working days after the time when emisson
limitations were exceeded due to the emergency. The notice shal meet the requirements
of 401 KAR 50:035, Permits, Section 7(1)(e), and include a description of the emergency,
steps taken to mitigate emissions, and the corrective actions taken. This requirement does
not relieve the source of any other locd, state or federd notification requirements.

Emergency conditions listed in Generd Condition (f)1 above are in addition to any emergency or
upset provison(s) contained in an applicable requirement.

In an enforcement proceeding, the permittee seeking to establish the occurrence of an emergency
shdl have the burden of proof. [401 KAR 50:035, Permits, Section 9(3)]

Risk Management Provisons

The permittee shdl comply with dl gpplicable requirements of 40 CFR Part 68, Risk Management
Plan provisons. If required, the permittee shal:

a Submit a Risk Management Plan (RMP) and comply with the Risk Management Program.
The permittee shdl submit the RMP on diskette to:

RMP Reporting Center
P.O. Box 3346
Merrifield, VA 22116-3346.

b. Submit additiond relevant information if requested by the Divison or the U.S. EPA.
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SECTION G - GENERAL CONDITIONS (CONTINUED)

(h)

1.

Ozone depleting substances

The permittee shal comply with the sandards for recycling and emissions reduction pursuant to
40 CFR 82, Subpart F, except as provided for Motor Vehicle Air Conditioners (MVACS) in

Subpart B:

a Persons opening gppliances for maintenance, service, repair, or disposa shdl comply with
the required practices contained in 40 CFR 82.156.

b. Equipment used during the maintenance, service, repair, or digposd of gppliances shdl
comply with the standards for recycling and recovery equipment contained in 40 CFR
82.158.

C. Persons performing maintenance, service, repair, or disposa of appliances shdl be catified
by an gpproved technician certification program pursuant to 40 CFR 82.161.

d. Persons disposing of small gppliances, MVACs, and MVAC-like gppliances (as defined
a 40 CFR 82.152) shdl comply with the recordkeeping requirements pursuant to 40 CFR
82.166.

e Persons owning commercid or indudtria process refrigeration equipment shdl comply with

the leak repair requirements pursuant to 40 CFR 82.156.

Ownersoperators of appliances normaly containing 50 or more pounds of refrigerant shall
keep records of refrigerant purchased and added to such appliances pursuant to 40 CFR
82.166.

If the permittee performs service on motor (flegt) vehicle air conditioners containing ozone-depleting
substances, the source shal comply with al applicable requirements as specified in 40 CFR 82,
Subpart B, Servicing of Motor Vehicle Air Conditioners.
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SECTION H - ALTERNATE OPERATING SCENARIOS

None
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SECTION | - COMPLIANCE SCHEDULE

None
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SECTION J—-ACID RAIN PERMIT

Commonwealth of Kentucky
Natural Resourcesand Environmental Protection Cabinet
Department for Environmental Protection
Divison for Air Quality
803 Schenkel Lane
Frankfort, Kentucky 40601
(502) 573-3382

PHASE Il ACID RAIN PERMIT

Plant Name: Riversde Generating Company, LLC
Plant L ocation: Route 2, Catlettsburg, Kentucky 41129
Owner: Riversade Generating Company, LLC

Mailing Address:

1000 L ouisiana, Suite 5800, Houston, Texas 77002-5050

Region:

Huntington — Ashland County: Lawrence

Effective Date

From: January 1, 2000 To: December 31, 2004

ACID RAIN PERMIT CONTENTS

1
2)

3)

4)

5

Statement of Bads
SO, dlowances dlocated under this permit and NOx requirements for each affected unit.

Comments, notes and judtifications regarding permit decisions and changes made to the
permit gpplication forms during the review process, and any additiond requirements or
conditions.

The permit application submitted for this source. The owners and operators of the
source must comply with the sandard requirements and specid provisons st forth in the
Phasell Application.

Summary of Actions

1. Statement of Basis:

Statutory and Regulatory Authorities. In accordance with KRS 224.10-100 and Titles IV and V of
the Clean Air Act, the Kentucky Naturd Resources and Environmenta Protection Cabinet, Divison for Air
Qudity issuesthis permit pursuant to Regulations 401 KAR 50:035, Permits, 401 KAR 50:072, Acid Rain
Permit, and Federa Regulation 40 CFR Part 76.
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PERMIT (Conditions)

Plant Name:  Riversde Generating Company, LLC

Affected Unit: 1 (GTG - 101)

2. SO, Allowance Allocations and NO, Requirementsfor the affected unit:

SO, Allowances Y ear
2000 2001 2002 2003 2004
Tables2, 3 or 4 of o* o* o* o* o*
40 CFR Part 73

NOy Reguirements

NOy Limits N/A**

* For newly constructed units there are no SO2 alowances per USEPA Acid Rain Program.

*x This unit currently does not have applicable NO, limits set by 40 CFR, part 76.
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PERMIT (Conditions)

Plant Name:  Riversde Generating Company, LLC

Affected Unit: 2 (GTG - 201)

< SO, Allowance Allocations and NO, Requirementsfor the affected unit:

SO, Allowances Y ear
2000 2001 2002 2003 2004
Tables 2, 3 or 4 of o* o* o* o* o*
40 CFR Part 73

NOy Requirements

NOy Limits N/A**

* For newly constructed units there are no SO2 allowances per USEPA Acid Rain Program.

*x This unit currently does not have applicable NO, limits set by 40 CFR, part 76.
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PERMIT (Conditions)

Plant Name:  Riversde Generating Company, LLC

Affected Unit: 3 (GTG —301)

< SO, Allowance Allocations and NO, Requirementsfor the affected unit:

SO, Allowances Y ear
2000 2001 2002 2003 2004
Tables 2, 3 or 4 of o* o* o* o* o*
40 CFR Part 73

NOy Requirements

NOy Limits N/A**

* For newly constructed units there are no SO2 allowances per USEPA Acid Rain Program.

*x This unit currently does not have applicable NO, limits set by 40 CFR, part 76.
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PERMIT (Conditions)

Plant Name:  Riversde Generating Company, LLC

Affected Unit: 4 (GTG —401)

< SO, Allowance Allocations and NO, Requirementsfor the affected unit:

SO, Allowances Y ear
2000 2001 2002 2003 2004
Tables 2, 3 or 4 of o* o* o* o* o*
40 CFR Part 73

NOy Requirements

NOy Limits N/A**

* For newly constructed units there are no SO2 allowances per USEPA Acid Rain Program.

*x This unit currently does not have applicable NO, limits set by 40 CFR, part 76.
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PERMIT (Conditions)

Plant Name:  Riversde Generating Company, LLC

Affected Unit: 5 (GTG —501)

< SO, Allowance Allocations and NO, Requirementsfor the affected unit:

SO, Allowances Y ear
2000 2001 2002 2003 2004
Tables2, 3 or 4 of o* o* o* o* o*
40 CFR Part 73

NOy Reguirements

NOy Limits N/A**

* For newly constructed units there are no SO2 allowances per USEPA Acid Rain Program.

** This unit currently does not have applicable NO, limits set by 40 CFR, part 76.
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PERMIT (Conditions)
3. Comments, Notes, and Justifications:

Thefive (5) combugtion turbines, units 1, 2, 3, 4 and 5 will be congtructed after the SO, dlocation
date; therefore these units will have no SO, dlowances dlocated by U.S. EPA and must obtain
offsets.

The five (5) combustion turbines, units 1, 2, 3, 4 and 5 do not have applicable NO, limits st by
40 CFR part 76.

4. Permit Application: Attached
The Phase Il Permit Applicetion is a part of this permit and the source must comply with the
standard requirements and specid provisons set forth in the Phase |1 Application.

5. Summary of Actions:

Previous Action:
1. Draft Phase Il Permit (# A-00-001 (Revision 1)) has been advertised for public comment.

Present Action:

1. Find Phasell Permit (#V-99-051 (Revision I1)) has been issued with SO2 dlocation and
NOx emisson standards.

2. Hnd Phase |l Permit (#V-99-051 (Revision |11)) has been issued with SO2 dlocation and
NOx emisson standards.



